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(Curb foce to be scored transversely with steel brushes)

Concrete shall be CLASS 520-C - 2500 for formed cutb or extruded curb.

.Types I ond IL curb sholl be used only where pavement siopes awoy
from_curb except os opproved by City Engineer. -

Types I, I, or IO curb face shalli be as specified on plans.

. Curb location dunensnons .on plon shail be to this point.

Exponsion joints (1/2" thick) shall be instolled ot oll curd returns

Weckened plone joints shail be constructed of 10" intervals throughout the
length of the curb, at quarter points of curb returns, and at any
point where the curb section is interrupted by o draoinage outlet
through the curb.

Epoxy dpptoved by city may be used in lieu of bars.

When structural section thickness exceeds M the bose shall be con-
tinued under curb and qutter.

Next o irrigated areas the curb hi. shall be the. Iorger of l8 or the bottom

of the base.

—eross—slepe—mey-be—required—by—the—Gity—Enginesr—

Where grode is equal o or gregler than 0.4%, curb and gutter shall be
staked with 3' offsets aof 25" intervals. Where grode is less than 0.4%, curb
ond gufter shall be staked with 3'offsets of 12.5' intervals and two rows of
number 3 re-bar shall be placed in guiter with 3/4" dowel pi

ins. of oll expansion joints.
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CONCRETE QUANTITIES
TYPE | CF | C.X. PER L.E ’

I | 6| 0705825

-1 | g] o.0821

o.| 8| 0.02972

m | 8'| 0.0147

¢t | - | o.02752
c2 | - | o0.06457

¢3 | — | 0.00965
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